TEM ROTT: TAL 
Temporary instructions 


Once unpacked, place the chassis lid assembly onto a flat surface, bringing the lid 
into its open position, 


With a posidrive screwdriver, unscrew ihe two transit screws, holding down the motor 
plate, as this plate HUST float on its springs, otherwise vibrations will be 
transmitted thro to the stylus, leave a gap of 2mm hetween the motor plate, and the 
underside of the screw, 


Make: sure the mating surfaces of the main hearing spindle, and the platter are free 
from dirt, if removing the main spindle, do not lose the steel ball situated at 

the bottom of the spindle. Place the drive helt into the Yee groove in the platter, 
and holding the excess belting between the left thumb and forefinger, place the 
platter onto the spindle, and slip the helt onto the pulley. The main bearing 
assembly is lose in the chassis, this is intentional. 


The Turntable is now ready to play, and a suitahle mains olug should be fitted to the 
mains lead. The motor plate will judder when starting on 33 R.P.M until correct 

speed is obtained. The small motor used is not capable of starting on 45 RPM 

without assistance on all 200-240 Yolt versions of the "ound Tahle . The larger 
motor fitted to the 100-140"olt units has better starting torque, is far more 
expensive, and once up to speed no advantage other than quick starting is achieved, 
The. Round Table may he left running continuously for many vears without wear of 
significance taking place. 


When fitting the arm with a cartridge, use tweezers to push the miniature silvered tags 
onto the pins, as very fine wire is used, and it is easily hroken!.The White wires 

are ground (Earth) either of these may he attached to either cartridge grounds, Attach. 
the yellow tag to the right hand channel, and the green to the left. 


With the cartridge in place, screw the nain counterweight onto its thread, with the 
smaller counterweight-diameter to the rear. Srew the counterweight forward- until 
the'in balance mode' is achieved, with.the stylus tip at disc playing height. 


Cartridges with compliance rating of 30x104 cn/ dyne and over should be used 
whenever possible, for these cartridges track between 0.266 grammes and 0.39 grammes 
this is from one full turn, up to 14 full turns of the counterweight from the 

in balance position, as each full turn of the counterweight equals 0 0,2°6 grammes, 


Tracking weights over 0.39 grammes up to two full turns are possible with the 

use of a heavier bias weight, but two full turns of.the counterweight (0.532 grammes ) 
represent the maximum tracking weight possihle with the Round Table arm. If the 

user is an experienced person in the arts of setting up arms, then he should forget 
any previous experiences, as they will only lead hini astray on this new device, 


Next: attach the bias weight string to the'capstan' situated on the arm, in front of 
the Yee point on the square arm holding tube, and slio the string around the bias 
pulley on the right of the turntable, this pulley may require turning so that the 
string. does not ruh against the rims whilst playing. “ext adjust the lateral 

(Brass counterweight, until the cartridge is upright and the lateral counterweight 

is parallel to the disc when playing. If this cannot he achieved, further adjustment 
is offered on the headshell bush, the headshell may be rotated on the arm tube 

but do not move the headshell forward or back. 


‘When using the arm, simply raisethe lid to raise the arm, and lower the lid to lower 
the arm, Do “OT move the arm with the lid wide open, lower the lid until the stylus 
is some $" away from the disc, cue the arm to the desired position, then lower 

the lid, 


Introduce a few drops of thin metor oil into the main bearing every 1,000 hours 

of running. 'Mr Sheen’ or similar aerosol] cleaners are excellent for cleaning the 

lid, and platter, @rasso or other similar metal posishes will remove scratches from 
the lid. If the helt should hecome slippery, wash in detergent, and rinse thoroughly. 
These are the only servicé requirements which should arise. 


